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1455 Decade Voltage Divider 
• linearity better Ihan 20 ppm (S-dlal model) 

• Input Impedance: 10 or 100 kfi 

The GR 1455 Oecade Voltage Dividers provide accu 
ratety known voltage ratios from 0.00001 to 1.00000 for 
use in many common measurements 

• voltage gain or aUenuation 
• linearit y of potent iometers and other controls 
• frequency response of audio and rf networks 
• transformer turns rat io 
• voltmeter calibration 

A resistive divider of the Kelvin-Varley type, the 1455 
has precision resistors throughout (rather than in 5e
lected posit ions 。时y) for Qver-alf high accuracy. Li near ity 
is as low as 0.02 ppm of input 

Match your needs exactly. Select input impedance. 
voltage rating, fre只quency range, 4- or 5-d ial resolution , 
bench or rack mountinB 

SPECIFICATIONS 

Frequency Characteristic: Acts like 
simple RC circuil below f. 50 Ihat :- - 一」旦旦旦

t.. F百了
Tabulated value of f. is at setting that gives max oulput re 
sistance 四 Ihat f. al all other settings is higher. At 0.044 九，

'"阳nse is do响 n<O.I%
Temperature Coefficient: <20 ppm for each resistor. Since 
voltage ratios are determined by resislors of simi lar conslruc 
lion , nel ambient lemperature effecls are very small 
Mechanical: Lab.bench cabinet DIMENSIONS (wxhxd) 
Bench, 4-dial model , 14.75x3.5x6 阳 (375)(89xI53 mm) , 
5-dial models, 17.31x3.5x6 il内 (440x田x153 mm) ; rack, 
19x3.5x4.63 in. (483x89唱 117 mm). WEIGHT: Bench , 4-dial 
modeJ , 6.75 Ib (3.1 kgJ net, 8 Ib (3.7 kg) shipping, 5-dial 
models, 7.75 Ib (3.6 kg) net, 9 Ib (4.1 kg) shipping; rack 
models are each 1 Ib (0.5 kg) heavier than corresponding 
bench models 

National stock numbers are listed al the back 01 the calalog. 
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A, Absolute Unea.ity. 
一阳tlo-

0.00001100-00010 
O阳10 10 O,OOlClO 
0.00100 to 0.01000 
0.Ql删 100.10000
0.10000 10 1.00000 
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, Safe operating limil，刷 11 nOI cause damage 
• Output.level 由吨"阴阳 locreaslng fceq山附 wilh no load. with 
。utpul resislance sel 10 max, up 10 lhe t.;巾 ulaled frequency: <3 dB , Measured in ppm 01 Inpul. 01，11阳1 is laken wllh respecl 恼 relerence
oulpul m剧"'四川…l钳制川剧O. wilh I .equ帆布 M
the Iσw aUdio .ange, wi伽 input < 0.5 of Input Voltage Rating. Note 
Linearit, change due 10 Inle.nal heal吨 lor fUII ratild input 'vollage, 
for ra liosO.l 101.0: <20 ppmõ for rali05 <0. 1: negligible 

• Output mea印刷刷" "叩 ω Iow Inpul lerminal. low outpul 
lerminal may be 阳tingor时晒ted 10 lhe low i叩川ermlnal

』町iplion

1455 Dec:ade 'Io"a.e Dlvlder 
Bench Mode陆

1455卡.A， 4-<:1 1al , l Q-kß 
1455-B, 5-d lal, l Q.kß 
1455.BH, 5-<:1,al , 10Q-kß 

Rack Models 
1455.A, 4-<:1 ial, l Q.kß 
14S5-B, 5-<:1 ial, l Q.kn 
1455-BH, 5-dial, l 00-kß 

臼剧。g

Numbe 

1455-9700 
1455-9706 
1455户."幅

"路>701
1455-9707 
14S5-9709 


