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WOMEN'S /| MEN'S HEEL GROUNDER

Part Nr.

2560.890

e For normal heel shoes

e Durable

¢ Hook and loop heel grounder
e 1 Mohm safety resistor

Part Nr.

2560.890.2.S

e For normal heel shoes

e Durable quick release
heel grounder

e 1 Mohm safety resistor

Part Nr.

2560.890.R Heel grounder with replaceable connecting strap
2560.890.R.47 Connecting strap, Qty. 100 pcs, 47 cm length
2560.890.R.100 Connecting strap for boots, Qty. 25 pcs, 100 cm length

e For normal heel shoes

e Durable quick release heel grounder
e 1 MOhm safety resistor

e Red, elastic heel band

e Replaceable connecting strap

WOMEN'S TOE GROUNDER

Part Nr.

2560.891

e For high heel shoes

e Durable

e 1 Mohm safety resistor

W
E Part Nr.

2560.891.2.S
e For high heel shoes

e Durable m
¢ Hook and loop toe grounder
e 1 Mohm safety resistor
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DISPOSABLE HEEL GROUNDERS

e For normal heel shoes
= e Conductive material strips, self-adhesive
Typical wearer overall resistance R/ = 10° ohm E
% Part Nr. Quantity
/ 2560.894 100 pes

WALL MOUNTED CONTAINER FOR DISPOSABLE HEEL GROUNDERS

¢ Plastic wall mounted container

e Colour: yellow with black print e ——
e Supplied without “disposable heelgrounders” T‘“""""'-.*-_-.. 7 i)
&
Part Nr. Dimension
2560.894.H 315 x 55 x 200 mm (L x W x H)
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